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llILITARYSPECIFICATION

BOLT. 180 KSI Ftu AND 108 &I Fsu. 450°F,
PROTRUDING-AND FLUSH HEAD, GENti SPECIFICATION FOR

, I%is supplement forms a part of ll+lita~ Specification MIL-B-8S31B,’

dated.23August 1982.
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SPECIFICATION SKEETS

Bolt, Straight Shank; Expandable Aluminum Alloy
Sleeve, Alloy Steel Pin, Reliability and f4aintain-
ability Requirements for

Bolt, 100° Reduced Flueh Head, Straight Shank,
Sxpandable ALuminum Alloy Sleeve, ALloy Steel
Pin, 108 KSI Fsu

Bolt, Protruding Head, Sxternal Wrenching,
Straight Shank, Expandable ALuminum Alloy
Sleeve, Alloy Steel Pin, IBO KSI Ftu

Bolt, 100° Reduced Flush Head, Low Interference,
StraiSht Shank,.Expandable A2umfasvmAlloy
Sleeve, td.loySteel Pin, 108 K81 Feu

Bolt. Protruding Head, External Wrenching,”
Straight Shank, Low Interference, Expandable
Aluminum Alloy Sleeve, Alloy Steel Pin’,180 KSI
Ftu

MILITARY STANDARDS

Bolt, Uheel. Teneion, FlanBed Steel, 180 KSI
Ftu, ft50°F, External Spline Drive

Bolt, Tension, Steel, 180 KSI Ftu, 450”F
External Wrenching, Splina Drive, Flanged head

Bolt. Tension, Steel, lBO SS1 Ftu, 450°F,
12-Point, External Wrenching, Flanged

{Projett No. 5306-0794)
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